Installation Instructions Installation Instructions Installation Instructions

3.Washer has
been preset inside

Adjusting hot and cold water

————

/ .Before installing escutcheon(#16), remove
the plastic protective cover from cartridge
protective case.

4.Before installation, Please slip flange(#1)
onto the longer end of shower arm(#2).
Wrap threads of the longer end of
shower arm with teflon tape and install
shower arm. Wrap threads of the shorter
end of shower arm with teflon tape and
install shower diverter(#4)
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_ — 8.Install escutcheon(#16)and pressed in.
Tighten the join

with wrench till Make sure valve is in off position.
it is firmly fixed

Please Note: Ensure the rubber ,
washer(#3)is between the shower Washerhas e

been preset

diverter(#4)and shower arm(#2). | inside

COLD

If you want a more powerful water flow, you can choose to remove the restrictor.

Rainfall Shower Head

\W— Crochet

Crochet

9.Assemble the handle(#17) on the
cartridge(#12) front switch.

Restrictor | \

5. Before installation rainfall showerhead,
wrap threads of shower diverter(#4)with
teflon tape and install rainfall showerhead(#6)

Restrictor

Restrictor j

The handle with Hex key(#18) install. Q '-[
. f;a“;:lgﬂﬂ- '/ Sand Filter Washer |
E% _\ \ Insert the small decorative Crochet— Handheld Shower
p% cover into the small hole. Head
g 5 When the valve is 90° up, 1v}fhen tl;le vzlveri‘s in the mi’ddlei‘l When the valve is 90° downward,
g . wo oulets discharge water at the .
the water comes out this way. same time. But the water flow is halved __Fhe water comes out this way

Please Note: Ensure the
sand filter washer(#5)is between the
rainfall showerhead(#6)and shower diverter(#4).

6. Connect the hose(#10) and hand shower head(#8)
to the diverter(#4).

Trouble-Shooting

If you've followed the instructions carefully and your faucet still
does not work properly, take these corrective steps.

10.Turn water on and check for leaks.
If there is a leak on #1 or #2,
please repeat the needed step to fix.

Problem Cause Action

Please Note:

: : . -ri ; #14).
1.Ensure the sand filter washer(#9)is between Lock nut(#14) has come loose or o-ring |Tighten the lock nut(#14).Clean or

Leaks underneath handle.

the handheld showerhead(#S)and shower hOSE(#1 0). on cartridge(#12) is dirty or twisted. replace o-ring on cartridge(#¥#12).
= Remove handle and pressure balance
2.Ensure the rubber wash er(#7)is between the Water will not shut off completely. ::I: ::::aal:-r:i:eaet(;;;??s:a;se c:rir::::;e cartridge(#12) to check the rubber valve
shower diverter(#4)and shower hose(#10). | J e '|seat. Clean or replace it.
rlﬂ D | Turn off water supply. Remove the
]\ —— 1 e adiaiad cartridge(#12), and clean with a brush and
| ater temperature can not be adjusted, | i vinegar water. Reinstall cartridge(#12). Be
kﬁ“‘% or no hot or cold water. Duty cartridge(¥12). sure the pressure balance metal piston is
o « moving freely (located at the bottom of
"oug cartridge(#12))
Have a question? Just send an email to Have a question? Just send an email to Have a question? Just send an email to
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