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Installation & Assembly



1 inch=25.4mm
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NOTE:When installing a single
screw,avoid tightening it too
much;tighten each screw individually
after all screws are installed.
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Do not fully tighten
the screws yet.

21

14

F

F

Please place the Part1
and Part14 ,Part2 in the
direction shown in the picture.

1 x1   14 x1   2 x1   F x4
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Do not fully tighten
the screws yet.

L

B

E

E

E

ERemove the protective film from
Part E: Locate Part E and peel
off its protective film.
Attach Part E: Paste Part E onto
the wooden board of Part 4,
ensuring it is positioned correctly
and securely attached.

4

4 x1   B x1  L x2   E x7

Connect Part B and Part 4 with
Screw L.
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Do not fully tighten
the screws yet.

F

F
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A E
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A

Remove the protective film
from Part A (Light Strip):
Locate Part A (Light Strip)
and peel off its protective
film.

Attach Light Strip A:
Following the instructions in
the image, paste Light Strip
A into the clips of Part E,
ensuring the strip is flat and
securely fixed.

Please place Part 4 in the
direction shown in the
picture. Attach Part 4 to
Part 1 with Screw F.

A x1   F x4
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Do not fully tighten
the screws yet.
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Unfold Part 5 and Part 6
place them as shown in
the picture.

Connect Part 5 and Part 1 and
Part 14 with Nut J (on the
inside) and Screw I (on
the outside).

Connect Part 5 and Part 6
with Nut J (on the inside)
and Screw I(on the outside).

5 x2   6 x2   I x8   J x8
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Do not fully tighten
the screws yet.

N

N

G

M
M

Please place Part N in the
direction shown in the picture.

Install Part N with Screw M
and Nut G.

N x2   G x4   M  x4



Do not fully tighten
the screws yet.

10

12 x1  F x2

F

F
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Please place Part 12 in the
direction shown in the
picture.

Connect Part 6 and Part 12
with Screw F.
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the screws yet.
Do not fully tighten

H

H

H

8

8

H

At the head of the bed,then
attach Part 8 to Part 5 with
Screw H.

Please place Part 8 in
the direction shown in
the picture.

8 x2   H x4
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H

H

8

At the head of the bed,then
attach Part 8 to Part 5 with
Screw H.

Please place Part 8 in
the direction shown in
the picture.

8 x1   H x2 the screws yet.
Fully tighten all
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7

Please place Part 7 in the
direction shown in the
picture.

7 x8 the screws yet.
Fully tighten all
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the screws yet.
Fully tighten all

11
Fully deploy the Part 11
drawer assembly and
make sure it is securely
fastened in place.

11  x1
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the screws yet.
Fully tighten all
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To install, the Part 11
wheels are to be mounted
onto Part 11 using
fasteners K and P, which
must then be fully
tightened.
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10  x6  K x12  P x12
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