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You can feel free contact with us, if you have any question.
VILICK after-sales service team will help you solve your problems
After-sales service team email: nspgzndx385@163.com

Questions or Concern? Email:nspgzndx385 @163.com

Introduction

A. Thick board | B. LED frame C. Glass Plate |D. Wood poles |E.Top board F.Top LED G. Screw
~Largi ; frame
2PCS 1PCS 1PCS 20PCS 1PCS 1pCs 12 PCS
H. Stud bolt I. Wrench J. Glass Plate | K. LED adapter | L.Cable M.Bottom Stick N.Top Cap
-Small organizer Cushion
@ % O : — = )
14PCS 1PC 1PC 1pc 6PCS 6PCS 6PCS

1PCS

-Ensure that the sockets are oriented in the same direfitioning
a straight line from top to bottom.

-Avoid misalignment or non-alignment of the sockassjt may

result in the failure to illuminate the lights.

-
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A Prepare Materials

1.6 G- screws

2.6 D-wood poles

3.1 A-thick wooden board
4.1 B-LED frame

5.6 H-Stud bolt

6.1 I-Wrench

7.6 M-Bottom Stick Cushion(The last step)
8.1 C-Large glass plate >
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B.Assembly Process
1.Place A-thick wooden board with the circular holes facing upward

(concave side down).

2.Insert 6 G-screws into the holes with grooves.

3.Rotate D-wooden polesalong the screws until tighteneehsuring
not to apply excessive force to avoid misplacement.

4.Cover the bottom holes with 6 M-bottom stick cushion.

5.Screw 6 H-stud bolt into the wood poles.

6.Place B-LED frame with the grooves facing upward for easy glass
insertion.

7.Put the large galss plate on the B-LED frame carefully.

2.
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Installation of Middle Frame

Note:Carefully follow the assembly instructions to ensure proper installation
of the base framework for subsequent steps.

A Preparation of Materials

1.14 pieces of D-wooden poles
2. 8 H-stud bolt

3.1 A-thick board

4.1 F-top LED frame

B.Assembly Process

Repeat step 3,5 and 6 from the previous installation process finish
assemblying the middle three layers:

1.Rotate D-wooden poleslong the screws until tightened

2.Screw the H-stud bolt into the wood poles

3.Place the borad and LED frame on it one by one.

PS:please make sure the glass boards were installed before
we fixed the LED frame by wooden poles.

a A Preparation of Materials
? . 1.1E-top board

1 2.4 G-screws

‘ 1 =—— @ 3.4 N-Top CapéThe last step)

B.Assembly Process
1.After completing the installation of the middle
\, three layers, place the E-top board on top .
>k\\§ ) 2.Secure the top layer by screwing in the 4
G-screws sequentially.
3.Put the 4 N-top cap to cover the holes on the
top board.
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Installation of K-LED adapter
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WARNING:

It is important to ensure that the power DC sockets on the top
LED board and two LED boards are facing the same direction
and connected in a straight line from top to bottom. This will
prevent any issues with the lights not lighting up.

A.Start by placing the foot control switch at the end. Then,
insert the ports from top to bottom in sequence.

B.Once the installation is complete, plug in the power and you
will see the bright display effect of our product.
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Model Number: ZJ-YBCI-CCT-2K
Product Name: BT CCT LED Controller(l series)

I:Product Parameter:

Category LED Controller

Domination Principle BLUETOOTH

APP ZENGGE

Language Chinese, English, German, French, Spanish,

Czech, Hindi, Italian, Japanese, Korean, polish,
Portuguese, Russian

Operation Platform Android 6.0 or10S 11or later
LED Drive Type Constantvoltage:MOSFET
Channels 2

Input Voltage DC(5-24)V

Max Output Power 2W

Work For LED Strip or other constantvoltage lights
Connect Method Common Anode

Working Temperature -20~+55°C

Control Distance Visible distance 30M
Warranty 1Year

Net Weight 15g

Dimension(L*B*H) 60MM*20MM*11MM

[l:Controller Key Instruction

Short press to chance the color; J L ON/OFF Button

long press to chance the dynamic mode
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[11:APP Interface Instruction

a)Supportbrightness and color temperature adjustment

1)Free brightness adjustment makes the light more adaptable to various scenes;
2)Adjustable warm white and cold white to meet different atmosphere effects;
3)DIY user setting saving, one-click control can be realized.

b) Microphone function

Click/ go to “Mic” interface of the APP.

In this function the connected LED light lights up depending on the volume/noise
from the outside like a microphone. This also works when playing music or there is
anoise from outside, the light will begin “dancing” base on different rhythm.

The microphone sensitivity can be adjusted by the slider.
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c)Candle Mode
You can adjust brightness, speed and color freely, the light can be adjusted to
breath and beat like the candle light to create awarm atmosphere.

d) Gradual change or delay switch function
You can set the timerto delay or gradually turn on and off the lights according to your
preferences.

10 seconds
10 seconds 30 seconds
30 seconds 2 minutes

2 minutes 5 minutes

5 minutes 10 minutes

10 minutes Gradient ON/OFF lights 30 minutes

Gradient ON/OFF lights|

Delay ON/OFF lights 30 minutes I Delay ON/OFF lights l 1 hour
| Cancel || Cancel || Cancel || Cancel
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e) Timerfunction
The LED lights will be turn on or turn off automatically according to the timeryou set.

Timer 3ack Edit Timer

Current Device Time
0et 18, 2021 8t 5:48:37 PM.

finds SetTime

You have not added any timer

Repeat
Monday

Tuesday

Wednesday

Thursday
Friday
Saturday

Sunday

Sunrise Timer/Sunset Timer

Cancel

Repeat 2021-10-18 Repeat

ge

Start Time 5:51 PM Start Time 5:51PM

Duration 1hours 27 minute  Duration 30 minute

Timer List Add Timer... Timer List Add Timer.
Starting Brightness 28%  Starting Brightness 1%
You have not added any timer You have not added any timer _—

Ending Brightness 100%  Ending Brightness 100%

off the oft i
ower outage, Please start app to 2 povier outage, Please start app to

From 17:51 to 18:18:00 From 17:51 1o 18:21:00
0w 0w

Warm White

Normal Cool White
Sunrise Timer/Sunset Timer Color Temperature

Cancel Cancel
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f) Group Function
Longpressthe deviceicon and create group(s), add the LED controllerinto group(s) and
rename group(s) to make them easier for use .Now,youcancontrol all the LED lights on/off
at the same time.

Group Editing

~ LEDcontroller 1159 v LED controller 1179

LD controllerF687

Device information

Create a group

ATTENTIONS

1. Please use the productinadryenvironment.

2.Please usetheinputvoltage at (5-24)V DC voltage, must not connectinto 220V AC
directly.

3.Theproductisrequested common anode connection. The wrong connection
will cause a malfunction.
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Switch on Switch off
Brightness/Speed+ Brightness/Speed-
Color Temperature : CCT+
2700K, 3200K. 4000K
5000K, 5500K, 6500K
CCT-
SceneMode1-4
Brightness
25%. 50%. 75%. 100%
SunraiseMode 60sDelayOFF
SunsetMode
NightLight




