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If you choose to DIY the cabinet when just
bought our murphy bed hardware kit,Pleasepay
attention to the following keys for cabinet
dimension datas and requirements:
1.The internal dimensions of cabinet should
beaccurate reserved
to:W62.99xD14.961xH81.102 inches;
2.The total dimension of cabinet door
panel(divided into 3-4 pieces to be
made):W62.36xD0.591xH80.31 inches;
3.The baseboard height which from the
groundto inside cabinet: 1.97 inches;

The cabinet must be fixed to the wall using
thematched corner brackets and expansion
screws.
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62.36in

Decorative door panel:
W62.36xD0.591xH80.31 inches



150LBS

150LBS

150LBS

150LBS

150LBS

150LBS

150LBS

150LBS

The maximum width of the mattress that the bed frame wil fit is 60inch.
the maximum length is 80inch, and the maximum thickness is 10inch.
Suggested Mattress Size:Queen, Suggested Mattres Thickness: 8inch
(please note that the mattress weight less than 80lbs may cause the
feet ofthe bed frame are off the ground)
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WARNING

Recommended Maximum Weight

Read all instructions before using this product.
1. This unit has been designed to support the maximum loads shown. Exceeding these loac
limits could cause sagging, instability, product collapse, and/or serious injury.
2. Avoid sharp objects and corrosive chemicals to prevent damage to the product or bodily
injury.
3. Not intended for use in humid environment to prevent mildew, such as bathrooms, laundr
areas and similar indoor locations.Do not use outdoors
4. Don't allow anybody stand or climb on the unit. Serious or fatal crushing injuries can occur
from furniture tip over. To prevent tip over this furniture must be used with the wal
attachment devices provided

Useful Hints before you start:
1. Place soft packaging material on the floor to protect surface of product during assembly
work2. It is important that each step is performed in correct order to avoid difficulties.
3. Align all screws with corresponding pre-drilled holes first and tighten.
4.Screws may become loose during long-term use, retighten them to ensure stability
andsecurity.
5. Using uncompatible hardware might cause damage to product
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Parts

WARNING:
To avoid causing unnecessary troubles,
Please check whether the components with corresponding
numbers are installed correctly according to the diagram.
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Parts

WARNING:
To avoid causing unnecessary troubles,
Please check whether the components with corresponding
numbers are installed correctly according to the diagram.
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Parts

WARNING:
To avoid causing unnecessary troubles,
Please check whether the components with corresponding
numbers are installed correctly according to the diagram.

     All rights reserved.     p.6

21

22
23

24
25

26

26

25

25

25

25

25

27

28

28
29

29

30

30

31

31

32L

33R

34L

35R
P

O

P
OT

T

36
36

36
36

36
36

36
36

36

37

37

38



     All rights reserved.     p.7

1 2 5

6 8 9

10 11 13

14

BOX:W1550P531152

1600x400x18=1PC 1600x400x18=1PC 1600x150x15=1PC

1600x50x15=1PC 1600x300x15=1PC 1600x150x15=1PC

1600x50x15=1PC 1600x384x15=1PC 1586x80x15=2PCS

1586x80x15=1PC
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BOX:W1550P531154

3 4 7

17

560x400x18=1PC 560x400x18=1PC 369x80x15=2PCS

300x384x15=2PCS

12 15 16

18 19

20

610x80x15=2PCS 610x80x15=2PCS

1190x80x15=2PCS 1190x80x15=2PCS 622x434x5=3PCS

1202x434x5=3PCS
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BOX:W1550P531156
21 22 23 24

25 26 27 28

29 30 31 32

33 34 35 36

37 38 39

180x40x30=6PCS2000x90x20=1PC=2PCS

1510x50x10=9PCS

RL

L

R

=1PC=1PC=1PC

=1PC50x50x15=2PCS150x100x2=2PCS210x50x23=2PCS

339x138x15=2PCS1586x30x30=1PC711x90x20=2PCS711x90x20=6PCS

1512x50x50=1PC 1512x50x50=1PC 2040x50x120=1PC 2040x50x120=1PC

Ø3.5 x 20=26pcs
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BOX:W1550P531156

Ø6 x 35=68pcs Ø15 x 10=68pcs Ø8 x 30=4pcs Ø4 x 35=32pcs

Ø3.5 x 16=24pcs Ø6 x 12=91pcs Ø6 x 35=8pcs Ø6 x 20=16pcs

Ø6 x 22=8pcs Ø6 x 30=12pcs Ø6 x 12=12pcs

M8 x 80=6pcs

R1
R2
R3
R4

M8 =8pcs

M10 x 20 x 2=12pcs

 =2pcs  =2pcs

Ø3.5 x 30=6pcs  =2pcs

Ø4 x 22=4pcs



1
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Ø6 x 20=16pcsØ8 x 30=4pcs

12

ATTENTION:
This step involves similar panel components
To prevent assembly errors, please carefully
verify the positional relationship of the hole
positions in the enlarged diagram.
Also make sure that 1# attaches to 3# to 12#, and 2# attaches 4# to 12#.

Tools usedSTEP1
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STEP2
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STEP3

Ø15 x 10=8pcsØ6 x 35=8pcs

Ø15 x 10=8pcsØ6 x 35=8pcs

10

11

Tools Requited
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STEP4

ATTENTION:
There are quite a few components to be installed in this step.
Please pay attention to checking whether all components are complete!
Put them together in the right postion before fastening the screws!

Ø15 x 10=20pcsØ6 x 35=20pcs
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STEP5
3
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Pre-embedded Hole
Location Diagram of the
Wall

3
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3
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3
in

3
8.

3
in

30.7in 30.7in

MWARNING:
There is a risk of serious injury due to the wall-mountedbed
tipping over.
To prevent the wall-mounted bed from tipping over,it
must be permanently secured to a brick wall.If the wall
structure is not masonry, qualified professionalsare
required to perform the wall anchoring.

Tools Requited

1.
Use a marker pen, a tape measure,and a
spirit level to mark positionson the brick
wall according to thepositions shown in
the diagram.Use an electric drill to
create6 A holes at themarked positions;
Hole A has a diameter of 0.4 inches and
a depth of 3.6 inches;

BRICK WALL
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STEP6

2.
Gently tap the No. R expansion
boltsintcthe holes with a hammer
until0.04 inchesare exposed outside.Use
an adjustable
wrench to tightenthe nuts on the
expansion bolts clockwise with
force.Usean adjustable wrench to
removethe nutsand anti - slip
washersfrom the expansionbolts.

Tools Requited

3,
Please install the No. 39iron
part strictly accordingto the
direction shownin the
diagram.

39
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39

39
R4

R4

R4 R4

R4

R4

R3

R3

R3

R3

R3 R3

R4R3
R2

R1

R4

M8 x 80=6pcs

R1

R2
R3
R4
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For your safety
This step requires at least 4 people to complete together. One
person is responsible for observing and guiding the moving
direction of the cabinet body;two people respectively cooperate
on both sides of the cabinet body to move it to the accurate
position; and one person is responsible for keeping it upright to
prevent the cabinet body from tipping over.

STEP7

WARNING

Ø6 x 12=6pcsØ6 x 12=18pcs
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STEP8

ATTENTION:
This step involves similar panel components.To prevent assembly
errors,please carefullydistinguish the installation positions
according to the component numbers

1, Pay attention to the installation directior

Ø15 x 10=16pcsØ6 x 35=16pcs
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Tools Requited
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2,Slots
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Ø15 x 10=16pcsØ6 x 35=16pcs
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STEP9
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To prevent incorrect installation, please strictly install Panel 38#
in the direction shown in the diagram.

Ø6 x 12=16pcs
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STEP10

Ø6 x 12=20pcs Ø6 x 35=8pcs Ø6 x 22=8pcs
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Ø6 x 12=4pcsØ6 x 30=8pcs

31
32L

31 33R

31
32L

WARNING
Incorrect assembly of Part 32 and
Part 33 will inevitably
causedamage to the product
during use.Please carefully check
whether their installation position
and direction are consistent with
the diagram.
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STEP11

18

25

Ø3.5 x 16=24pcsØ4 x 35=32pcs

Pay attention to the installation
direction.Especially 18# has
two guide holes to isntall
29#stretch across 25#

Tools Requited
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STEP12

28
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Ø6 x 12=2pcs Ø6 x 12=2pcsØ6 x 30=4pcs M10x20x2=4pcs
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STEP13 Tools Requited

35R

34L

Ø6 x 12=2pcs Ø3.5 x 20=26pcs
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STEP14

Ø6 x 12=4pcs
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37

37
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STEP15 This end up

Swing the bed frame up and down, install O and P# onto the
bolts of 34# and 35#to get the right postion, then lock S# nuts.

WARNING
DO NOT remov the
iron straps
compressing the
hydraulic rods (Part O
and P) until you have
fixed the rods on both
sides of the cabinet
interior.

Install the hydraulic
lever with the
marked area facing
upwards.

Tools Requited

M10x20x2=8pcs M8 =8pcs

Press down the bed
frame appropriately and
remove the iron
straps of O and
P#(recommend to wear
gloves).
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STEP16 Tools Requited

Ø4 x 22=4pcs

29

29

ATTENTION:
Because after removing the iron straps around hydraulic rods,the hydraulic rod will
produce tension on the bed frame, due to the subsequent installation, there is no heavy
weight on the bed frame,so the bed frame will rebound,
therefore,please pay attention to the warning belows

WARNING
For your safety:
Please use no less than 88lbs
of weight to press the bed frame inthe subsequent
installation
process, to avoid accidental injurycaused by there bound of
the bedframe!
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STEP17

Ø6 x 12=27pcs
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STEP18

Ø3.5 x 30=6pcs =2pcs  =1pc
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STEP19

Ø6 x 12=2pcs

Final Assembly!


