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Use only a twin mattress which is 74" - 75" long and 37.5" - 38.5" wide on upper bunk 
and a full mattress which is 74" - 75" long and 53" - 54" wide on lower bunk.

"

"
"



3

• Peligro de estrangulación

Utilice solamente un colchón individual que sea 74" - 75"de largo y 37.5" - 38.5" de 
ancho en la cama superior y un colchón matrimonial que sea 74" - 75" de largo y 
53" - 54" de ancho en la cama inferior.
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Pour le lit du haut, utilisez uniquement un matelas de 74" - 75" de long par 37.5" - 38.5" 
de large. Pour le lit du bas, utilisez uniquement un matelas de 74" - 75" de long par 
53" - 54" de large.
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Attention!
Do not
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Notice:Pay attention to the direction of the buckles(A11). 
The convex side of the buckle faces into the bar(K/Q). A11
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1.Insert slats into the hole
on sidebar in the correct
orientation.

3.Put the plastic clamp into
the lower part of the hole on
45 degree.

4.Press tight the upper part

2.Push the slats into the gaps.
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Wood Studs

Please ensure 
screws are drilled 
into Wood Stud.
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For better performance and stability, we provide the extra 
wall anchors to fasten the bed. 
Place the bunk bed against the wall and mark two points on 
the wall for late drilling. The holes should be about 0.5 inch 
from the bar A and  0.5-1 inch above the bar H of the upper 
bed.
After drilling the holes at the previously marked locations, 
insert F1 into the holes.
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F2

Tie the bunk bed with F3. Screw F2 through the 
holes of F3 and then into F1.
In this way, the wall will not crack even after the 
screws are removed, reducing damage to the wall.
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Notice:Pay attention to the direction of the buckles(A11). 
The convex side of the buckle faces into the bar(K/Q). A11
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1.Insert slats into the hole 
on sidebar in the correct 
orientation.

3.Put the plastic clamp into 
the lower part of the hole on 
45 degree.

4.Press tight the upper part 

2.Push the slats into the gaps.
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Wood Studs

Please ensure 
screws are drilled 
into Wood Stud.
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For better performance and stability, we provide the extra 
wall anchors to fasten the bed. 
Place the bunk bed against the wall and mark two points on 
the wall for late drilling. The holes should be about 0.5 inch 
from the bar A and  0.5-1 inch above the bar H of the upper 
bed.
After drilling the holes at the previously marked locations, 
insert F1 into the holes.
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F3

F2

Tie the bunk bed with F3. Screw F2 through the 
holes of F3 and then into F1.
In this way, the wall will not crack even after the 
screws are removed, reducing damage to the wall.




