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Installation Notes:

1. According to the height of your family height to measure the height of this shower panel,

and then measure the distance from the back piece of the shower panel, making the mark on
the wall at the same time, in the corresponding position of the tag fixed hanging iron (up and
down each one);

2. Connect the hot and cold water hose (before installation, please be sure to clean the residual
water pipes in the wall of impurities and dirt, so as to protect the pipe from affecting the out

of water effect);

3. Hanging the shower panel on the wall, the upper and lower bars were clamped on two pieces

of iron hanging (Note: after hanging the shower panel on the wall, the main body which is close
to the wall will not shake, and it is not needed another glass glue or other tool to fix).

Installation Complete Side View Reserved Water Layout
(reference dimension drawing)

B e i o

K;];wer Panels 7l
Wall T\ / . N

/

150cm

SIS NS S g

+

Hot & Cold Wat
Inlet Pipe

er

170cm

45cm=-150cm .

45¢cm-150cm

NV /7Y

L 40cm-80cm

L] 5

The Maintenance Method of Stainless Steel Shower Panels:

1. Regularly clean the product to keep its appearance bright and clean
2. Clean the surface with water or a mild detergent and dry with a soft towel
3. Note that the clean product of the hidden position, timely cleaning can make products lasting.




