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STT110XHD4AT-E12 110'' 16:9 CineGrey 4D AT 1.1 110.3 95.9 78.8 99.8 1.4 104.9 5.2 5.2 75.2 53.9 67.9 12.0 3.5 4.6 5.7 1.4 0.9

STT125XHD4AT-E8 125'' 16:9 CineGrey 4D AT 1.1 123.4 109.0 91.9 112.9 1.4 118.0 5.2 5.2 78.5 61.3 71.3 8.0 3.5 4.6 5.7 1.4 0.9

Unit: mm

STT110XHD4AT-E12 110'' 16:9 CineGrey 4D AT 1.1 2801 2435 2001 2535 36 2665 133 133 1910 1370 1725 305 90 116 145 35 24

STT125XHD4AT-E8 125'' 16:9 CineGrey 4D AT 1.1 3133 2767 2333 2867 36 2997 133 133 1995 1557 1811 203 90 116 145 35 24

Note: Data Error may be ±1"

The listed measurements are for general reference only. Please contact Elite Screens to verify product design and dimensions before attempting to integrate its products with any structural or furniture modification. Although a manufacturer may offer product 

advice, it may be taken or disregarded at the integrator’s discretion. Elite Screens will not be held responsible or be otherwise liable for faulty installations. Screen materials may expand and contract slightly over time. Elite Screens allows a 1.5% tolerance within 

the viewing surface.
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