
Label Picture Description QTY

A Wooden Shelf 4

B Left Frame 1

C Right Frame 1

D "X" Iron Stretcher 1

Caution :  You must read this before you proceed
NOTE: It is recommended that you have a partner to assist during the entire assembly process.

Bookcase
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Label Picture Description QTY

① Bolt (M6*15) 22

② Allen Key (M6) 1

③ Flat Washer 20

④
Screws (5cm Self

Tapping)
2

⑤ L-shape Metal Brackets 2

⑥ Cabinet Restraint Strap 2

Cabinet Restraint Device Hardware

Before
Beginning
Assembly:
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Overview

This Bookcase has multiple parts and may require up to 30 minutes to assemble. To give
you an overview of the Bookcase parts, the above picture is to help you put the various
parts into perspective. Please read through the instructions herebelow to familiarise the
parts and steps before assembly.

Open the carton and place all parts onto a clean, non-marring surface.
Place the Right Frame(C) on it's side as shown.
Attach Wooden Shelf(A) first to Right Frame(C), with pre-attached nut is upward, using
Bolts(①) with Allen Key(②).
Only do not fully tighten the Bolts.

Step 1

Wooden Shelf(A)

Right Frame(C)

Left Frame(B)

"X" Iron 
Stretcher(D)

FRONT FACING
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Attach Left Frame(B), with pre-attached nut is upwards, using Bolts(①) with Allen Key(②).
Only loosely tighten the Bolts.

Step 3

Place the Bookcase face down as shown.Repeat the process from Step 2 to attach the
remaining Wooden Shelves.
Only loosely tighten the Bolts.

Step 2

Step 4
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Step 6

Step 7

Repeat the process from Step 3 to attach the remaining Wooden Shelves.
Only loosely tighten the Bolts.

Tighten all Bolts,And Stand the Console up as shown.Then Check for stability .
DO NOT fully tighten a BOLT in one go and then move on to the next.
Rather, in a sequential manner, gradually tighten each Bolt until all Bolts are evenly
secured. This methodology will ensure maximum evenness once all Bolts are fully
tightened.
Note: This step is done better with the assistance of a second adult.

Rotate the "X" Iron Stretcher(D) to the required position as shown.
Attach "X" Iron Stretcher(D) to Right Frame(C)&Left Frame (b) using Bolt(①) with Allen
Key(②).
Only loosely tighten the Bolts.
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！   WARNING
Serious or fatal crushing injuries can occur from tipping

furniture.
To help prevent tip-over: ALWAYS secure this furniture to the

wall using Cabinet Restraint Device.
See product instructions for more ways to help prevent

furniture tip-over.

Usage For Cabinet Restraint Device：
For Cabinet against wall,fix 2pcs Metal Brackets(③) on wall and
2pcs Metal Brackets(③) on product,use Cabinet Restraint Strap(④)
to connect the Metal Bracket(③) on wall and product. Find details
as below:

Your Bookcase is ready for use.
This Bookcase can only be used on a flat, level surface.
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A: Firstly, turn back the bookcase outwards as shown above.
Then fix one Metal Bracket (⑤) on the marked place on the back of
console by the 2.0cm Self Tapping Screw(④) . The mark will be
different based on products.
Repeat this step to fix another Metal Bracket (⑤) on product, as
shown above.
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B：Find out the screw holes on the wall. First, mark the point at
same height as L-shaped Metal Bracket (⑤) on product. You can
find these same points in two ways as below:
1.Move the Bookcase back to the wall ,make these  points on the
wall and produtc are at same height
2.Measure the height  of the Matel Bracket  on the walll  by ruler
,keep them are accurately and same height on the bookcase.”

C: Move the Console against the wall. Then pull the Bookcase
Restraint Strap(⑥) through two Metal Brackets(⑤) one by one, lock
tight the Bookcase Restraint Strap(⑥), as shown above.
Bookcase Restraint Device is installed and Console is ready for
use.
This Bookcase can only be used on a flat, level surface.
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