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Installation Steps:

Step 1: Fix the (A) and (B) frames through the (C) square tube with the
(D) screw connection and cover the screw holes with the (E) plastic tube
cover.

Step 2: Fix straight tube (F) to frame (A) and connect in turn.

Step 3: Fix the universal head (G) to the straight tube (F), and adjust the
angle of the 2 universal heads to the same direction.

Step 4: Fix the canopy (Q) to the universal head G and place the ground
wire in the middle and fixed it with the nut.

Step 5: Fix the ceiling plate (H) to the junction box with screws (), con-
nect the power cable with the wiring cap (K) and the ground wire with
the green screw (J). Then fix the canopy (Q) to the roof with the nut (L).
Step 6: Attach the lamp head casing (M) to the light head, fit the light
bulbs (N) (not included) then the glass lampshade (O) and finally fix the
decorative round tube (P) to the lamp body base (A).

Accessories.

H: Ceiling plate™1
. Screws*4
J: Greenscrew™1

K: Wiring Cap™3

L: Nut™2

Q: Canopy™l A
G: Universal head™2 =

F: Straight tube®12 —
C: Square tube™4 —_—
A: Lamp body base™1 ¥ W
B: Light body frame™1 Z 7
P: Decorative round tube™5 '

O: Glass Lampshade™5 I:I

M: Lamp head casing™5 0

D: Screw™8

E: Plastic tube cover™8 ml

Notice: This light fixture should be installed in accordance with all applicable,
local installation codes, and by a person familiar with the construction
and operation of it, as well as the hazards involved. Inspect items and

contents carefully. It any damage or defect is found, do not install it.





