
SPINDLE COUNTER BARSTOOL / BACK BARSTOOL

18 pcs

21 3 4 6 75
HARDWARE PARTS:  PARTS LISTS

SKETCH DESCRIPTION Q’TY
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   JCBC Bolt JCBC Bolt JCBC Bolt JCBC Bolt Lock Washer Flat Washer Allen Key

4 pcs
M6x25mmM6x60mmM6x70mm M6x40mm

4 pcs 1 pc18 pcs2 pcs 8 pcs

USE THIS PRODUCT ONLY FOR SEATING ONE PERSON AT TIME
DO NOT USE THIS PRODUCT AS A STEP STOOL / LADDER
DO NOT SIT ON ANY PART OF THIS PRODUCT EXCEPT SEAT
DO NOT USE THIS PRODUCT ON UNEVEN FLOOR SURFSACES
DO NOT USE THIS PRODUCT UNLESS  ALL SCREWS AND BOLTS
ARE TIGHT. AT LEAST EVERY 6 WEEKS CHECK ALL SCREWS AND
BOLTS TO MAKE SURE THEY ARE TIGHT.

IF ANY PART ARE MISSING, BROKEN , DAMAGED OR WORN
STOP USE OF THIS PRODUCT UNTIL REPAIRS ARE MADE.
DISPOSE OF PACKAGING PROPERLY. PLASTIC BAG IS NOT
A TOY. DO NOT USE PLASTIC BAG AS A HEAD COVERING. IT
MAY CAUSE SUFFOCATION.
FAILURE TO FOLLOW THESE WARNINGS COULD RESULT IN 
SERIOUS INJURY.
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WARNING :
The use of power tools is
not recommended.

STEP 5

STEP 4

F

MADE IN MALAYSIA

IMPORTANT :
Loosely assemble all parts and level on a
flat suface before final tightening.Use of 
power tools is not recommended.
.
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