10 - Lights Pendant Light

Caution: Please turn off power before installation and read the manual carefully, we advise you contact professional
electricians to install for safety purpose.

Product Features
Style: Traditional/Classic/Antique @
Material: Metal

Color: Gold/Black

Base Type: E26 - 5% L ®
Bulb Included: No s e 2nd Layer:5pcs long
Voltage: 110-130VAC (i 4 +bpcs short -
Maximum Wattage: 60Wx10 L Q1 ) " 0 | 3rd Layer:5pcs long

ith Layer:bpcs short j+ @

Package includes
1 x Pendant Light

1 x Accessories Kit
1 x User’s Manual

bpcs long

Installation Instructions Spes short

1.Take out the fixture and install the 10pcs sockets firstD. g
bpes long

2.Install the decorative frames, there are 31pcs in total,
T _ Spes short
and the distribution diagram of the 5-layer decorative
parts as shown in the left picture®. =
lpcs long

3.Install the rods onto the globe one by one@®@®)®).
4.Remove the screws from the canopy, then take out the
mounting plate to install it to the junction box with the

serews®. ¥XX¥X:There is no fixed thread on

4.Connect black fixture wire to black supply wire the bottom middle piece, please
and white fixture wire to white supply wire using wire don’ t install the wrong one.
caps(provided).Wrap connection with electrical tape.
Connect ground wire from back plate with ground wire
from junction box using a wire cap. wrap with electrical
tape for a more secure connection. If house does not have
ground wire, attach grounding wire to green grounding
screw marked GND. Tuck all wires carefully into the J-Box(®).
5. Install the canopy to the mounting plate by using the screws©.
6.Install the E26 Bulbs( bulbs not included){0).

Note: please use this product accordingly to its intended purpose, do not retrofit or remodeling the product. The
warranty does not cover if the failure is caused by the third party product, or natural disasters.



