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STEP 1 Install the Base

         Use Tube① and Part G (or Part 
F). Connect them together as shown 
inthe picture.

         Connect Tube① and Tube②A 
to Part E2 (or Part E1) asshown in 
the picture.



STEP 2 Install the Upright Poles

         Connect Tube ③A to Part E2
 (or Part E1) asshown in the picture.
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STEP 3 Install the Top Frame
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STEP 4 Install the Top Frame and 
             Corner Braces

M6

M6
M6
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STEP 5 Install the Door Frame
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 ⑤1.

 ⑤A2.

 ⑥3.

 T4.

 x1

 x1

 x1

 x2

List:
 J5.

 I6.

 M67.

 M88.

 x4

 x8

 x4

 x6

J+M8

⑤

J

         Connect Part J with M8 screws 
as shown in the picture.Install it on 
Tube ⑤.

2. 

I+M6

①
I

         As shown in the illustration, 
use M6 screws to attach Part I to 
Parts ⑤ (or Part ⑤A) and ①.

3. 

I+M6 T+M8

         As shown in the illustration, 
secure Part ⑥ and Part I to Part ⑤ 
(or Part ⑤A) using M6 screws. Then, 
use M8 screws to attach Part T to 
Part ⑤ (or Part ⑤A) and Part ④.

1. 

T

I

Note: The door goes on the side with Part G.

I+M6

I+M6

J+M8

J+M8

J+M8

J+M8
⑤A

⑥

④

44 T+M8T+M8
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STEP 6 Install the Inner Door
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 A1.

 B2.

 C3.

 J14.

 x2

 x2

 x4

 x4

List:
 I5.

 M66.

 M87.

 x16

 x8

 x4

B

         Connect Part B with Part C using 
Part I and M6 screws as shown in the 
picture.

2. 

M6
A

         Connect Part A with Part C using 
Part I and M6 screws as shown in the 
picture.

3. 

J1+M8

         Connect Part J1 with M8 screws 
as shown in the picture.
1. 

J1

I

I

C

M6

M6

I

C I

M6



STEP 7 Attach the Inner Door to 
             the Door Frame



STEP 8 Install the Side Mesh Panels



STEP 9 Install the Top Mesh and Door Mesh
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STEP 10 Install the Roof Cover and 
               Ground Stakes


