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Shower Door(Doors Only)



Please read before using it :)

English

Caution: The corners of tempered glass panels are the most fragile. Therefore,
it's essential to use rubber blocks to ensure the glass never touches the tile
surface during installation. Always place the glass on cardboard packaging or
rubber blocks when it's out of its packaging, both before and during installation.
We use rubber blocks to protect the glass, but you can also use wood, cardboard,
or other rubber products to prevent breakage.

Attention Installer: A light haze or smudging may be present on the coated glass
panels upon delivery. This can be easily removed using alcohol and a high-quality
microfiber cloth, followed by rinsing with water. You can clean the glass either
before or after installation.

Easy clean coating

Do not clean with strong acid and alkali detergents;
Do not clean with high-concentration alcohol;

Do not wipe with hard and sharp objects.

Espanol

Precaucion: Las esquinas de los paneles de vidrio templado son las mas fragiles. Por
lo tanto, es esencial utilizar tacos de goma para garantizar que el vidrio nunca toque
la superficie de la baldosa durante la instalacion. Coloque siempre el vidrio sobre un
embalaje de cartén o tacos de goma cuando esté fuera de su embalaje, tanto antes
como durante la instalacion. Utilizamos tacos de goma para proteger el vidrio, pero
también puede utilizar madera, cartdn u otros productos de goma para evitar que se
rompa.

Atencidn, instalador: Es posible que los paneles de vidrio revestidos presenten una
ligera neblina o suciedad al recibirlos. Esto se puede eliminar facilmente con alcohol
y un pafio de microfibra de alta calidad, seguido de un enjuague con agua. Puede
limpiar el vidrio antes o después de la instalacion.

Capa de limpieza facil

No se recomienda limpiar con detergentes acidos y alcalinos fuertes;
No se recomienda limpiar con alcohol de alta concentracion;

No se recomienda limpiar con objetos duros para limpiar.
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You may need these... What's inside?

Level Tape Measure Pencil Hammer Screwdriver
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®6mm Masonry Drill E

Safety Goggles Electric Drill ®3.2mm HSS Drill

A Glass Door x2 G Decorative Cover for Top Rail x2

B Wall Profile x2 H Bumper Block x6

C Bottom Rail x1 I Slide Block x1

D Top Rail x1 J Wall Anchor x6

E Hanging Wheel x4 K M4x30mm Screw x6

Caulking Gun Hacksaw Cutter F Handle x2 L M4x14mm Screw x6 + Decorative Cover x6

M Hex Key x1
N Hexagon Spanner for shower door x1



Make sure your ground is flat

Hammer the wall anchors in
and cut the extra.

Use A1 and B to
locate drilling position

A

Before drilling,
please remove A1 and B first.

A

Please move one
glass door in first

before installing top track.
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One for inside
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One for outside
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9 Almost there!
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After applying the adhesive,
set it undisturbed for at least
24 hours before use.

N x1

For glass allignment adjustment,
please rotate the screw here.
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